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originality, usefulness, and simplicity.

The primary purpose of this article is to obtain a
initive answer to the following question: how is
eat flux related to thermal driving force during
nucleate boiling? This question has of course been
sed and answered many times in the past and
E:s almost invariably resulted in the conclusion
that these two parameters are related in a nonlinear
fashion. The relationship most often suggested is
that the heat flux is a function ofthe thermal driving
force raised to some power larger than 1. A review
of the literature indicates that this result is commonly
based on plotting the data on log-log graph paper
and noting that the resultant slope iz oftentimes a
value of 3 or 4. As described below, this approach
is somewhat lacking in generality because the use
of log-log graph paper demands a tacit assumption
about the relationship between the two parameters.
Moreover, unless the accuracy of this asSumption is
verified, the resultant slope may be grossly in error.
The present article takes a more general approach
to the guestion. It analyzes a sample of the data
already in the literature and makes no assumptions
about the relationship between these two parameters.
(It should be noted that the data in the literature
have grown to such an extent that it would be
impruﬂlcal to analyze more than a small fraction
in a single article. The problem of selecting a sample
of data arbitrarily in such a case and demonstrating
that the data were not carefully selected is a quite
difficult one. In this case, it has been partially
solved by analyzing the same data presented by
Rohsenow on page 119, Figure 29, of reference 1.)
A more or less general equation relating two
parameters is the type given as Equation (1):

¥ =mxasth (1)
Because of its simplicity the author will first consider
an equation of this form where the heat flux is the
ndent variable and the thermal driving force is

the independent variable as in Equation (2):

q/A=M(ATA+B (2)

If the data suggest an equation of this form, the
author will then attempt to simplify this general
eguation by determining one or all of the constants.
However, one may find that one or all of the con-
stants are affected by parameters such as surface
condition or pressure and that Equation (2) is
already in its most simplified form.

As described below, the analysis results in the
realization that the heat flux is essentially linearly
related to the thermal driving foree during nucleate

iling. This result disagrees not only with the
previous data reduction but also disagrees with
parts of the present theory of the boiling process.
This latter discrepancy will require that certain of
the present theory revised to agree with the
experimental evidence,

BACKGROUND

In the past 30 yr. a great amount of research
and analysis has been performed on the subject of
boiling. A recent summan' of this large amount of
work is p d by R in refe e 1. With
regard lo the relationship between heat flux and
thermal driving force during nucleate boiling, he
states on page 117:

Although the slope Is predominantly in the neigh-
borhood 3, observations are available with
resulting slopes of as low as unily for con-
taminated surfaces and as high as approximately
25 for very clean surfaces (2).

(In the above quote the word "“slope” refers to the
slope of g/A vs. T plotted onlog-log graph paper.)
On this same subject, Rohsenow states on page 125:

The great increase in heat transfer rate associated
with nucleate boiling (g/A)~(a T)3 is due to the
agitation. ..

In a recent discussion of nucleate boiling, Zuber
(3) states:

More than two dozen equations have been here-
tofore proposed for correlating experimental
data ... All of them can be put in the form

h = const. (A7T)m

where the value of the exponent varies between
1 and 3 and the....

(It should be noted that if the above expression
had been written for 3/}! rather than A, the value
of the exponent would have been 2 to 4.) Zuber
also notes that

..variations in the exponent m, rangins from
1 to 25 can be produced by polishingthe surface
with different grades of emery paper...

The above summaries indicate that there is fairly
widespread agreement that the heat flux is related
to the thermal driving force in a nonlinear fashion
in which the exponent on the thermal driving force
varies over a very wide range but is usually some
value around 3.

In addition to the above empirical correlations, a
number of investigators have taken a theoretical
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approach to determine the relationship between heat
flux and thermal driving force. Examples of theo-
retical treatments are the analyses of Zuber (3)
and of Levy (4). Levy's analysis results in an
equation which relates heat flux to the third power
of the thermal driving force. Zuber derives an equa-
tion relating heat flux to the thermal driving force
raised to some power larger than 5/3.

"In summary, there has been fairly widespread
agreement on both an empirical and theoretical
basis that, during nucleate boiling, the heat flux is
nonlinearly related to the thermal driving force.
This nonlinearity is such that a in Equation (2)
would be expected to assume values anywhere from
1 to 25 but would generally be between 2 and 4.

DATA ANALYSIS

The data analysis begins by simply plotting up
some experimental results on linear graph paper
such as is shown in Figures 1 through 3.* Once
the points are plotted and the shape of the curves
has become more or less apparent, one must then
determine that relationship which seems moststrong-
ly suggested by the data. For the ten runs shown in
Figures 1 through 3 this is a simple matter because
the nucleate boiling portions of the curves strongly
suggest that straight lines be drawn through the
data. Thus, all ten of the runs suggest that the heat
flux is essentially linearly related to the thermal
driving force by the relationship

a/A = M(aTR+EB (3)

The fact that the several runs obviously exhibit
various values for M and B suggests that those
constants are not pure constants and that they
are indeed functions of such variables as surface
condition, pressure, and the many other variables
encountered in boiling systems.

It should be emphasized that the scatter which
is always present in experimental data makes it
impossible to prove that the relationship is precisely
linear; that is one cannot infer that the exponent is
1.000000 simply because the data are well correlated
by perfectly straight lines. Rather, the data demon-
strates that the exponent is not sufficiently different
from unity that the difference can be detected. It
therefore seems reasonable to accept the value of 1.0
for the exponent, even Lhuu?_ any value between 0.9
and 1.1 would probably fit the data equally well.

Close inspection of Figures 1 through 3 reveals
that of the sixty-two nucleate boiling points plotted,
virtually every one falls with 2 F. of the straight
lines drawn through the data. Moreover, the average
deviation from the straight lines is less than 1
This amazing precision demonstrates that any non-
linearity in the data is of little practical significance.

It is important to note that the data in Figures 1
through "fare fairly widespread samples of nucleate
bolling data. The data consist of data obtained by
two different Investigators, in two different labora-
tories, for two different boiler types, for two different
boiler plate materials, for three different fluids, for
four different pressures, and for five different surface
finishes. The fact that every run exhibits a linear
relationship between the variables in spite of the
widely different nature of the runs strongly suggests
that the author’s results are generally applicable.

It may perhaps be more convincing to observe
that the data in Figures 1 through 3 would give
reasonably straight lines il plotted on log-log paper
and thal tie slopes would indeed be in the neighbor-
hood of r 4. For Instance, the same data shown
in Figure 3 are also presented by Rohsenow on
page 119 of reference 1 as a log-log graph in
which straight lines are drawn through the nucleate
boiling data points. On this particular graph, the
slope of the lines varies from about 2 to 6, seeming
to suggest that the relationship is nonlinear in spite
of the fact that it is linear as shown in Figure 3.
E:;E reason for this seeming anomaly is presented

ow.

LOG-LOG GRAPH PAPER

It was mentioned above that the use of log-log
graph paper involves a tacit assumption about
the relationship between the wvariables of interest.
This may seen by noting that Egquation (1)
will be a straight line on linear graph paper only
if a=1.0 and will be a straight line on log-log
g:raph paper only if b =0.0. Thus, when one at-

? to draw a straight line through data on
log og graph paper, one tacitly assumes that b
does in d equal zero. Thus, the result will be

quantitatively correct only if one verifies the accuracy
of this tacit assumption. This of course is easily
done by plotting the data on linear graph paper
and extrapolating the data to determine the value of
b. If & does nol equal zero, the data would indicate
the wrong value of the exponent if it were plotted
direcily on log-log graph paper and the slope were
measured. This is why the data in Figure 3 indicate
an exponent of 1 on linear graph paper and an ex-
ponent of 2 to 6 when plotted on loglog paper. As
a result of the finite value of B in Equation (2),
the exponents deduced from the slope on log-log
paper are incorrect. (Even a cursory glance at
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It will be highly controversial and persons with

li:igiures 1 through 3 will indicate that B is indeed
inite. )

The above is not to say that one is helpless in the
face of a finite value of B. In such a case, the vari-
ables simply require a minor transformation so that
the transiormed equation will exhibit a zero value
for B. After the data are transformed, the log-log
graph would exhibit a slope in agreement with the
true value of the exponent. This transformation has
been performed on the data in Figure 3, and the
results are presented in Figure 4. The transformation
has been accomplished by extrapolating the lines
in Figure 3 to determine a7y, angthen subtracting
this value from each of the corresponding data
points. It should be noted in Figure 4 that the
transformed results are satisfactorily correlated by
lines drawn with unity slope. Thus, one obtains the
same exponent from plotting the data on both linear
and log-log graph paper (as desired ).

importaace of first performing this trans-
formation is best illustrated by noticing that an
exponent of as high as 25 can be deduced from a
set of data in which the exponent is actually 1.
The safest way to avoid this type of error would
seem to be to always plot the data first on linear
graph paper.

RESULTS

The obvious result of the above is the realization
that heat flux and thermal driving force seem to
be linearly related during nucleate boiling and that
this result is generally applicable, This will simplify
the correlation of this type of data and will some-
what simplify the design of boiling equipment (in
the sense that it is more convenient to work with
linear correlations than with nonlinear ones).

A less obvious but far more important result is the
fact that this linear relationship is in violent dis-
agreement with some of the present theories about
the boiling process. For instance, the separate
analyses of Zuber and Levy both resulted in a
highly nonlinear relationship between heat flux and
thermal driving force (as mentioned above). Since
this result disagrees with the experimental evidence,
it is manifest that the theory on which these analyses
were based was incorrect.

It is also interesting to note that Berenson's data
is linear with constant slope throughout the entire
nucleate boiling region. This strongly suggests that
there is only one heat transfer regime of nucleate
boiling in this particular data. This therefore tends
to disprove the generality of Zuber's (3) theory of
bubble interference, since this theory resulted in the
conclusion that there were generally two heattransfer
regimes in nucleate boiling.

CONCLUSIONS

The major conclusions resulting from the abowve
analysis are:

1. The nucleate boiling data in the literature do
not generally support the contention that the heat
flux and the thermal driving foree are related in a
nonlinear fashion.

2. A reasonably extensive sample of nucleate boil-
ing data taken from the lilerature suggests that the
relationship between heat flux and thermal driving
force is essentially linear during nucleate boiling.

3. In general, data should not be plotted on log-
log paper unless it is first demonstrated that there is
no additive constant such as b in Equation (1)

4. Theoretical considerations suggest that nucleate
boiling correlations should include an additive con-
stant in order to account for the fact that boiling
requires a thermal driving force of finite magnitude.

NOTATION

A = area

a, b, ¢, d = Dimensionless constants
B = dimension constant

h = heat transfer coefficient

m = dimensionless constant

M = dimension constant

n = number of active nucleating sites
5}_ = heat :

= temperature
AT = thermal driving force

aTy = thermal driving force corresponding to zero
heat flux (obtained by extrapolating nucleate
boiling data )

x, ¥ = unspecified variables
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